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1. A method for transmftting information between an 
infrastructure (3) andf data users (1, 2), in particular 
between a service provider (3) and terminal devices (1, 2) 
in a motor vehicle, tihe data users (1, 2) having specific 
data processing capabilities, the infrastructure (3) making 
a data service (4) available in a standardized format, 
characterized in thkt interfaces (6, 7) are provided in the 
infrastructure (3) j via which the data in the standardized 
format is adapted /to the respective data processing 
capabilities of tme data users (1, 2) . 



2. The method according to Claim 1, 

characterized in/ that the transmission between the 
infrastructure (13) and feft^ data users (1, 2) takes place 
via a radio comifiunicat Lons network, a digital mobile 
telephone netwotk in particular. 



3. The method According to one of the preceding claims, 
characterized in that the data users (1, 2) transmit 
request data tlo the infrastructure (3) , and that both a 
data service (|4) as well as an associated interface (6, 7) 
are selected qn the basis of the request data, 

4. A terminal device (1, 2) for the reception of data from 
an infrastructure (3) , the terminal device (1, 2) having 
means for transmitting a request signal to the 

inf rastructur(5 (3), via which data can be requested from 
the infrastructure (3) , the terminal device (1, 2) having 
specific capabilities for processing the data, the 
infrastructure (3) making a data service (4) available in a 
standardized format, characterized in that interfaces (6, 
7) are provided in the infrastructure (3), via which the 
data in the standardized format is adapted to the 
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respective data processinfg capabilities of the data users 
(1, 2) r and that the teryminal device (1, 2) has means for 
transmitting a request signal with which information 
concerning the data processing capabilities is transmitted 
via the terminal devic/e (1, 2) to the infrastructure (3). 



5. The terminal device according to Claim 4, 

characterized in that the terminal device can exchange data 
with the data provider (3) Ivo-d a radio communications 
network, a digitaY mobile ^i^^l^ephone network in particular. 



6. The terminal 
characterized in 
car radio with su 



qevice according to Claim 4 or 5 , 
that the terminal device is designed as a 
pplementary functions . 



7 . The terminal (He 
characterized in 
processing capab:. 
includes a termir 



vice according to Claim 4 to 6, 
that the information concerning the data 
lities of the terminal device (1, 2) 
al device identifier. 
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